
Packaging Solution

Semi-automatic packing 
solution for consumer bri-
quettes. The briquettes must 
be manually aligned in the 
designated space, by an oper-
ator, after which a two-hand 
switch is activated, and the 
briquettes pass through the 
packing line. In case of labels 
are required, they are manu-
ally fed by the operator. 
An operator is needed for 
putting the briquette packag-
es from the packing machine 
onto the pallets.

Main Machines Features
•	Standing on lockable cas-

tors
•	 Sleeve wrapping system
•	 Sealer with shrink tunnel
•	 Approved impulse con-

trolled sealing
•	 Security sealing system 

with T-shaped sealing wire
•	 Pneumatically operated 

sealing jaw
•	 Non-driven roller conveyor 

in sealing station
•	 Energy and money saving 

thermo-recycling system in 
shrink tunnel
•	 Infinitely adjustable control 

of shrinking temperature 
and conveyor speed 	                                          

•	 1 m long cooling extension 
at the end of the shrinking 
tunnel

Options
•	Side pressure brushes at 

shrink tunnel exit
•	 Automatic lubrication of the 

conveyor chains
•	 Extension of cooling con-

veyor
•	 4 m long straight conveyor 

belt between saw and pack-
ing machine

Semi-automatic
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